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SlimLine 38 

LIGHT, ELEGANCE AND COMFORT 

ULTRA-SLIM STEEL-LOOK ALUMINIUM DOOR — TIMELESS DESIGN · FIRE & SECURITY CERTIFIED 

Perfect for both minimalistic new-builds and renovation projects, SlimLine 38’s timeless steel-look design blends 
perfectly with any architectural style. The slender aluminium door solution comes in multiple design variants and 
offers refined quality in every detail — futureproof, durable, and crisp in its high-quality finishing. 

 

RC2 / PAS 24 Fire Rated EW 30 Extreme Acoustics Steel-Look Design 

1.8 

W/m²K — Uf frame 

1.0 W/m²K Ud door 

THERMAL 

42 

Rw(C;Ctr) dB 

(-1;-3) dB extreme 

ACOUSTICS 

72.5 

mm frame-vent width 

Ultra-slim sightline 

SIGHTLINES 

3,000 

mm max vent height 

1,400 mm max width 

MAX DIMENSIONS 

 
Performances and properties depend on size, profile combinations, hardware and infill choices. Confirm with current technical documentation prior to specification 
submission. 

Steel-Look Aesthetic 

Timeless steel-look design in a slender 
aluminium profile — blends with any 
architectural style from minimalist new-builds to 
heritage renovation. 

Extreme Acoustics 

Rw(C;Ctr) = 42(-1;-3) dB extreme acoustic 
rating — exceptional sound insulation for urban 
residential and noise-sensitive applications. 

Thermal Performance 

Uf 1.8 W/m²K frame and Ud 1.0 W/m²K door — 
high thermal performance achieved with Ug 0.6 
W/m²K, warm edge, 36 mm glass. 

Security & Fire 

RC2 and PAS 24 burglar resistance as 
standard. EW 30 fire resistance for projects 
requiring fire-rated door certification. 

Ultra-Slim Profile 

72.5 mm minimum frame-vent width (inward) — 
one of the slimmest profiles in its class for 
maximum transparency and light. 

Durable & Futureproof 

Class 6 durability — 200,000 operating cycles. 
Multiple design variants for a crisp, high-quality 
finish that lasts a lifetime. 
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3. BEST-FIT APPLICATIONS 

Where It Performs 

– Minimalistic new-builds where steel-look aesthetics are 
specified 

– Heritage and renovation projects requiring a timeless 
design profile 

– Urban residential requiring extreme acoustic performance 

– Applications requiring RC2 / PAS 24 security certification 

– Fire-rated door applications requiring EW 30 certification 

– Zero-threshold accessible design for continuous 
indoor/outdoor flooring 

– Projects demanding slim sightlines and maximum daylight 
penetration 

 

4. SYSTEM OVERVIEW 

Precision Engineering 

SlimLine 38 is an ultra-slim steel-look aluminium door system 
developed on the Reynaers Aluminium platform and offered 
through Primeline Windows & Doors, a Triumph Group company 
with 38+ years of fenestration expertise. 

The system achieves Uf 1.8 W/m²K and Ud 1.0 W/m²K with a 99 
mm frame depth. Minimum 72.5 mm inward frame-vent width 
delivers an ultra-slim sightline. Maximum vent height of 3,000 mm 
and width of 1,400 mm. Four glazing methods and five product 
options complete the specification. 

5. KEY PERFORMANCE ATTRIBUTES 

Confirmed Technical Data 

6. PRODUCT OPTIONS 

Architectural Flexibility 

THERMAL INSULATION 

Uf — Frame 1.8 W/m²K High thermal 

Ud — Door 1.0 W/m²K Single inward opening 

Uw 
Dependencies 

Ug 0.6 
W/m²K 

Warm edge · 1.23×2.18 m · 36 
mm glass 

AIR · WATER · WIND 

Air Tightness Class 4 600 Pa 

Water Tightness Class 8A 450 Pa 

Wind Load 
Resistance 

Class C3 1200 Pa 

ACOUSTICS & DURABILITY 

Acoustics 42(-1;-3) dB Rw(C;Ctr) — extreme 

Durability Class 6 200,000 cycles 

SAFETY & SECURITY 

Burglar 
Resistance 

RC2 · PAS 
24 

Multi-point locking standard 

Fire Resistance EW 30 30-minute fire radiation control 

MAX. DIMENSIONS & WEIGHT 

Max. Height of 
Vent 

3,000 mm  

Min. Width of 
Vent 

750 mm  

Max. Width of 
Vent 

1,400 mm  

Max. Weight of 
Vent 

160 kg  

Max. Weight of 
Glass 

300 kg  

 

PRODUCT OPTIONS 

Concealed 
Hinges 

The details are the design — concealed hinges are the 
finishing touch. 

Concealed 
Drainage 

No more plastic cover caps — enjoy those clean lines. 

Low Threshold Easy access, cleaner look. 

Zero Threshold Entrance without boundaries, even with continuous 
flooring. 

Panic Tried and tested, for peace of mind. 
 

Available options depend on profile and configuration choices. Please contact your Reynaers Aluminium representative. 
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7. PROJECT OUTCOMES 

What It Delivers 

Specification Confidence 

– Reynaers Aluminium platform — specifiable with confirmed 
database values 

– RC2 and PAS 24 burglar resistance for insurance and 
code compliance 

– EW 30 fire resistance for certified fire-rated door 
applications 

Thermal & Acoustic 

– Uf 1.8 W/m²K and Ud 1.0 W/m²K — high thermal 
performance 

– Rw 42(-1;-3) dB extreme acoustic rating — exceptional for 
urban residential 

– Class 4 air tightness (600 Pa) and Class 8A water 
tightness (450 Pa) 

Design & Accessibility 

– Timeless steel-look — blends with minimalist, 
contemporary, and heritage styles 

– 72.5 mm minimum inward sightline — ultra-slim for 
maximum transparency 

– Zero threshold option — continuous indoor/outdoor flooring 
without barriers 

  

  

Profile Dimensions 

– 99 mm frame depth with 86 mm vent and 109 mm frame-
vent depth 

– Multiple depth values accommodate a range of installation 
conditions 

– 52 mm minimum transom profile for clean horizontal detailing 

Durability & Futureproofing 

– Class 6 durability — 200,000 cycles for reliable long-term 
performance 

– Multiple design variants ensure compatibility with any 
architectural style 

– Crisp, high-quality finishing maintained over the lifetime of 
the product 

Delivery 

– Available as premium door within PrimeWall prefabricated 
panel systems 

– Single-source accountability through Triumph Group / 
Primeline 

– 38+ years of Canadian fenestration expertise through 
Primeline / Triumph Group 

 

8. TECHNICAL DATA 

Performance & Specification Reference  
 

Performance Data 

PARAMETER VALUE CLASS / RATING NOTES / STATUS 

Thermal — Uf 1.8 W/m²K High Frame thermal transmittance 

Thermal — Ud 1.0 W/m²K High Ug 0.6 W/m²K, warm edge, 36 mm glass 
@ 1.23×2.18 m 

Air Tightness 600 Pa Class 4  

Water Tightness 450 Pa Class 8A  

Wind Load Resistance 1200 Pa Class C3  

Acoustics 42(-1;-3) dB Rw(C;Ctr) Extreme acoustic rating 

Durability 200,000 cycles Class 6  

Burglar Resistance RC2 · PAS 24 Security Grade Multi-point locking standard 

Fire Resistance EW 30 30 min. rated Fire radiation control 

Max. Vent Weight 160 kg —  

Max. Glass Weight 300 kg —  
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SIGHTLINES & FRAME DIMENSIONS 

Min. Frame Width — 
Inward 

38.5 mm  

Min. Vent Width — 
Inward 

23 mm Ultra-slim 

Min. Frame-Vent — 
Inward 

72.5 mm  

Min. Frame Width — 
Outward 

19 mm  

Min. Vent Width — 
Outward 

60.5 mm  

Min. Frame-Vent — 
Outward 

86 mm  

Min. Width Transom 
Profile 

52 mm  

Depth Frame 99 mm  

Depth Vent 86 mm  

Depth Frame-Vent 109 mm  
 

GLAZING 

Rebate Height 13.5 mm  

Dry Glazing Standard 
mechanical 

Most configurations 

Siliconized 
Glazing 

Silicone 
sealed 

 

Internal Glazing Interior bead  

Glazing Bead Snap-fit 
bead 

 

 

 

 

Specification Summary 

Frame Material Extruded aluminium — steel-look finish, UV/corrosion resistant 

Finish Full RAL · dual-colour · anodised on request 

System Depth 99 mm frame · 86 mm vent · 109 mm frame-vent 

Frame-Vent Width 72.5 mm minimum inward · 86 mm minimum outward 

Glazing Methods Dry Glazing · Siliconized Glazing · Internal Glazing · Glazing Bead 

Security RC2 · PAS 24 burglar resistance — multi-point locking standard 

Fire Resistance EW 30 — 30-minute fire radiation control 

Product Options Concealed Hinges · Concealed Drainage · Low/Zero Threshold · Panic 

Platform Reynaers Aluminium — offered through Primeline Windows & Doors, a Triumph Group company 

 
*Performances and properties depend on size, profile combinations, hardware and infill choices. All values per applicable ASTM / AAMA / EN standards. Confirm with 
current Reynaers technical documentation prior to specification submission. 


