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SlimPatio 68 

PANORAMIC VIEW AND COMFORT 

ULTRA-SLIM ALUMINIUM SLIDING SYSTEM — MINIMALIST HIGH-PERFORMANCE ENVELOPE 

SlimPatio 68 is our highly insulated, ultra-slim sliding system that takes comfort and style to the next level. Thanks to 
its minimalistic design and concealed frame, the premium sliding windows ensure maximum daylight entrance, 
optimal panoramic views, and a selection of opening types to complement any project. 

 

RC2 Burglar Resistance NFRC Compliant Concealed Frame Slim 35 mm Sightlines 

1.4 

W/m²K 

Uw whole window 

THERMAL 

40 

Rw(C;Ctr) dB 

(-2;-4) dB 

ACOUSTICS 

3,000 

mm max vent height 

2,300 mm max width 

MAX DIMENSIONS 

35 

mm min sightline 

Meeting section 

ULTRA-SLIM 

 
Performances and properties depend on size, profile combinations, hardware and infill choices. Confirm with current technical documentation prior to specification 
submission. 

Ultra-Slim Sightlines 

35 mm minimum meeting section and 38 mm 
vent depth — maximising glass area and 
panoramic views for any residential or 
commercial project. 

Thermal Performance 

Uw 1.4 W/m²K achieved with Ug 1.0 W/m²K, 
warm edge spacer, at 3.00×2.30 m with 24 mm 
glass — suited for high-performance envelopes. 

Acoustic Performance 

Rw(C;Ctr) = 40(-2;-4) dB — high acoustic rating 
for urban residential, hotels, and noise-sensitive 
commercial applications. 

AWW Performance 

Class 4 air tightness (600 Pa), Class 8A water 
tightness (450 Pa), Class C4 wind load 
resistance (1600 Pa) — medium performance 
rating. 

Security 

RC2 burglar resistance as standard — multi-
point locking with upgrade options for enhanced 
protection. 

Concealed Frame 

Best suited for new builds — concealed frame 
design ensures a seamless, flush aesthetic with 
no visible frame interrupting the glass line. 
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3. BEST-FIT APPLICATIONS 

Where It Performs 

– Premium residential new builds requiring concealed frame 
sliding systems 

– Projects prioritising panoramic views and maximum 
daylight entrance 

– High-rise and mid-rise residential with large-format sliding 
glazed facades 

– Hotels, hospitality, and commercial buildings requiring 
acoustic separation 

– Zero-threshold accessible design for continuous 
indoor/outdoor flooring 

– Buildings targeting high thermal and acoustic envelope 
performance 

– Projects subject to Toronto Green Standard, BC Energy 
Step Code, or NECB 2020 

4. SYSTEM OVERVIEW 

Precision Engineering 

SlimPatio 68 is a premium ultra-slim aluminium sliding system 
developed on the Reynaers Aluminium platform and offered 
through Primeline Windows & Doors — a Triumph Group 
company with 38+ years of fenestration expertise. 

The system achieves Uw 1.4 W/m²K with a 38 mm vent depth and 
120 mm frame depth (2-rail). Maximum vent dimensions of 3,000 
× 2,300 mm with a 250 kg capacity support large-format glazed 
facades. Three glazing methods and five product options provide 
complete design flexibility for any project. 

 

5. KEY PERFORMANCE ATTRIBUTES 

Confirmed Technical Data 

 

6. PRODUCT OPTIONS 

Architectural Flexibility 

THERMAL INSULATION 

Uw 1.4 W/m²K Whole window value 

Uw 
Dependencies 

Ug 1.0 
W/m²K 

Warm edge · 3.00×2.30 m · 24 
mm glass 

AIR · WATER · WIND 

Air Tightness Class 4 600 Pa 

Water Tightness Class 8A 450 Pa 

Wind Load 
Resistance 

Class C4 1600 Pa 

ACOUSTICS & DURABILITY 

Acoustics 40(-2;-4) dB Rw(C;Ctr) 

Durability Class 3 20,000 cycles 

SAFETY & SECURITY 

Burglar 
Resistance 

RC2 Multi-point locking standard 

MAX. DIMENSIONS & WEIGHT 

Min. Height of 
Vent 

700 mm  

Max. Height of 
Vent 

3,000 mm  

Min. Width of 
Vent 

700 mm  

Max. Width of 
Vent 

2,300 mm  

Max. Weight of 
Vent 

250 kg  

Max. Weight — 
Fixed 

250 kg Fixed panel 

Available options depend on profile and configuration choices. Please contact your 
Reynaers Aluminium representative. 

PRODUCT OPTIONS 

Concealed 
Drainage 

No more plastic cover caps — clean, uninterrupted 
sightlines. 

Gutter Better water performance, without adding thresholds. 

Low Threshold Easy access, cleaner look. 

Balustrade Safety can equal beauty. 

Slim Chicane Increasing transparency of the window where it is most 
visible. 
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7. PROJECT OUTCOMES 

What It Delivers 

Specification Confidence 

– Reynaers Aluminium platform — specifiable with confirmed 
database values 

– RC2 burglar resistance supports insurance and building 
code compliance 

– Three glazing methods support diverse project 
specification requirements 

Thermal & Acoustic 

– Uw 1.4 W/m²K — high-performance thermal insulation for 
slim sliding systems 

– Rw 40(-2;-4) dB — high acoustic rating for urban and 
residential applications 

– Class 4 air tightness and 8A water tightness — medium 
AWW performance 

Design & Aesthetics 

– 35 mm minimum sightline — ultra-slim profile maximises 
panoramic views 

– Concealed frame design — flush, seamless aesthetic best 
suited for new builds 

– 38 mm vent depth — one of the slimmest profiles in the 
aluminium sliding category 

  

  

Dimensional Capability 

– Max. vent 3,000 × 2,300 mm — supports generous glazed 
openings 

– 250 kg vent and fixed panel capacity — handles substantial 
glass weights 

– 120 mm (2-rail) and 176 mm (3-rail) frame depth options 

Sustainability & Lifecycle 

– Extruded aluminium — long-term UV and corrosion 
resistance; minimal maintenance 

– Concealed drainage option eliminates plastic cover caps for 
a cleaner finish 

– Zero-threshold height (0 mm) available for continuous 
indoor/outdoor flooring 

 

Delivery 

– Available as premium glazing option within PrimeWall 
prefabricated panel systems 

– Single-source accountability through Triumph Group / 
Primeline 

– 38+ years of Canadian fenestration expertise through 
Primeline / Triumph Group 

 
8. TECHNICAL DATA 

Performance & Specification Reference  
 

Performance Data 

PARAMETER VALUE CLASS / RATING NOTES / STATUS 

Thermal — Uw 1.4 W/m²K — Ug 1.0 W/m²K, warm edge, 24 mm glass 
@ 3.00×2.30 m 

Air Tightness 600 Pa Class 4  

Water Tightness 450 Pa Class 8A Medium performance 

Wind Load Resistance 1600 Pa Class C4 Medium performance 

Acoustics 40(-2;-4) dB Rw(C;Ctr) High acoustic rating 

Durability 20,000 cycles Class 3  

Burglar Resistance RC2 Security Multi-point locking standard 

Max. Vent Weight 250 kg —  

Max. Fixed Weight 250 kg — Fixed panel 
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DIMENSIONS & SIGHTLINES 

Min. Height of Vent 700 mm  

Max. Height of 
Vent 

3,000 mm  

Min. Width of Vent 700 mm  

Max. Width of Vent 2,300 mm  

Min. Width Meeting 
Section 

35 mm Ultra-slim sightline 

Min. Width 
Transom Profile 

55 mm  

Min. Height 
Threshold 

0 mm Zero threshold available 

Depth Vent 38 mm  

Depth Frame — 2-
Rail 

120 mm  

Depth Frame — 3-
Rail 

176 mm  

 

GLAZING 

Rebate Height 18 mm  

Min. Glass 
Thickness 

24 mm Vent 

Max. Glass 
Thickness 

38 mm Vent 

Dry Glazing Standard 
mechanical 

Most configurations 

Envelope Glazing Perimeter 
sealed 

 

Structural Glued 
(SSG) 

Silicone 
bonded 

Clean uninterrupted lines 

 

 

 

Specification Summary 

Frame Material Extruded aluminium — UV/corrosion resistant 

Finish Full RAL · dual-colour · anodised on request 

Frame Depth 38 mm (vent) · 120 mm (2-rail frame) · 176 mm (3-rail frame) 

Glazing Methods Dry Glazing · Envelope Glazing · Structural Glued (SSG) 

Security RC2 burglar resistance standard 

Product Options Concealed Drainage · Gutter · Low Threshold · Balustrade · Slim Chicane 

Platform Reynaers Aluminium — offered through Primeline Windows & Doors, a Triumph Group company 

 
*Performances and properties depend on size, profile combinations, hardware and infill choices. All values per applicable ASTM / AAMA / EN standards. Confirm with 
current Reynaers technical documentation prior to specification submission. 
 

 


