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SlimLine 38 

LIGHT, ELEGANCE AND COMFORT —  ULTRA-SLIM AESTHETICS  ·  ALUMINIUM WINDOWS 

An aluminium window system delivering ultra-slim aesthetics, high performance, and futureproof durability — 
ideal for projects that demand ultra-slim sightlines without compromising on insulation and durability. 

 

Cradle to Cradle® Certified 
RC2 / PAS 24 Burglar 

Resistance 
EI 30 Fire Resistance Class 4 Air / Water / Wind 

1.9 

Uf — W/m²K 

Thermal insulation — frame 

THERMAL — FRAME 

0.96 

Uw — W/m²K 

Frame-vent · Ug 0.6 · 36 mm glass 

THERMAL — WHOLE WINDOW 

Class 4 

Air · 9A Water · C4 

600/600/1600 Pa 

AIR / WATER / WIND 

45 dB 

Rw (-1;-5) 

Acoustic test value 

ACOUSTIC 

Performances and properties may differ depending on profile combinations. Confirm with your Primeline representative prior to specification submission. 

 

Ultra-Slim Sightlines 

Minimum visible width of 1 5/16" frame inward 
and 1 1/8" frame outward — maximizing visible 
glass area and refined detailing. 

Thermal Performance 

Uw 0.96 W/m²K (frame-vent, Ug 0.6, 36 mm 
glass) and Uf 1.9 W/m²K — high insulation 
within a slim aluminium profile. 

Acoustic Performance 

Rw 45 (-1;-5) dB — well suited to high-density 
residential, hotels, and urban ICI applications. 

Slim Frame Depth 

Frame depth 3 7/8", vent 3 3/8" — slender 
profiles handling vents up to 48" × 96" and 370 
lbs. 

Design Freedom 

Three distinct variants — Classic, Cubic, and 
Ferro — with concealed hinges and drainage 
options for clean lines. 

Sustainability 

Cradle to Cradle® certified. Ultra-slim profiles 
use less aluminium for lower embodied carbon; 
100% recyclable. 

 
 

3. PRODUCT POSITIONING 

Where It Fits 

– Contemporary projects requiring ultra-slim sightlines 

– Applications requiring high insulation alongside slim 
profiles 

– Projects prioritizing minimalist aesthetics and refined 
window detailing 

– Sustainability-driven projects; Cradle to Cradle® certified 
system 

4. SYSTEM OVERVIEW 

About SlimLine 38 

SlimLine 38 is a high-insulation aluminium window system with 
ultra-slim sightlines (3 1/2" frame/vent). Building on the proven 
excellence of the SlimLine 38 Classic, the design maintains the 
same frame depth while offering a fresh architectural look. 

A newly developed outward-opening hardware solution 
accommodates crank-out hardware while allowing a mosquito 
screen to be mounted to the interior. The slender, user-friendly 
design and multiple minimalistic variants offer design freedom for 
contemporary projects. 
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5. KEY PERFORMANCE ATTRIBUTES 

Confirmed Technical Data 

6. DESIGN VARIANTS & OPTIONS 

Architectural Flexibility 

FRAME & SIZING 

Depth Frame 3 7/8 in Profile depth 

Depth Vent 3 3/8 in  

Depth Frame-Vent 3 7/8 in  

Min. Frame (inward) 1 5/16 in Sightline 

Min. Vent (inward) 7/8 in  

Min. Frame-Vent (in) 2 5/8 in  

Min. Frame (outward) 1 1/8 in  

Min. Vent (outward) 2 3/8 in  

Min. Frame-Vent (out) 3 1/8 in  

Max. Vent Width 48 in 1200 mm 

Max. Vent Height 96 in 2400 mm 

Max. Vent Weight 370 lbs 170 kg 

GLAZING 

Rebate Height 9/16 in  

Glazing Method Dry siliconized · internal 
bead 

ACOUSTIC & RESISTANCE 

Acoustic — Rw 45 (-1;-5) dB  

Opening/Closing Class 3  

Burglar Resist. RC2 · PAS 
24 

 

Fire Resist. EI 30 EI₁/EI₂/EW 30 

Options depend on profile and configuration. Confirm project-specific 
availability with Primeline. 

DESIGN VARIANTS 

Classic Window Inclined surface, slender steel appearance. 

Cubic Window Square profiles for a modern aesthetic. 

Ferro Window Steel-look styling with functional design. 

PRODUCT OPTIONS 

Concealed Hinges The details are the design; concealed hinges are 
the finishing touch. 

Concealed 
Drainage 

No plastic cover caps — enjoy clean, 
uninterrupted lines. 

Flyscreen Traditional & visible, or integrated & concealed 
variants. 

Balustrade Safety can equal beauty — integrated balustrade 
option. 

The available options depend on profile and configuration choices. Please 
contact your Primeline representative. 
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7. PROJECT OUTCOMES 

What It Delivers 

Specification Confidence 

– Air Class 4 (600 Pa) · Water Class 9A (600 Pa) · Wind 
Class C4 (1600 Pa) 

– RC2 / PAS 24 burglar resistance available 

– Fire resistance: EI₁ 30 · EI₂ 30 · EW 30 (configuration-
dependent) 

– Opening & closing resistance: Class 3 

Sustainability 

– Cradle to Cradle® certified system 

– Ultra-slim profiles require less aluminium; lower embodied 
carbon than most competitor systems 

– Aluminium is 100% recyclable; re-usable infinitely without 
loss of quality 

7B. ACOUSTIC & DAYLIGHT 

Performance Highlights 

Acoustic & Daylight 

– Rw 45 (-1;-5) dB acoustic performance 

– Ultra-slim sightlines (min. 1 5/16" frame inward, 1 1/8" frame 
outward) maximize visible glass area 

Hardware & Detailing 

– Outward-opening hardware accommodates crank-out with 
interior-mounted mosquito screen 

– Concealed hinges and concealed drainage for refined, 
minimal detailing 

– Same frame depth as SlimLine 38 Classic with a fresh 
architectural look 

Prefabricated Construction 

SlimLine 38 casement windows can be coordinated with PrimeWall and PrimePanel prefabricated assemblies as part of a project-
specific glazing and envelope integration strategy. The Triumph / Primeline / PrimeFab ecosystem enables single-source coordination 
across wall panels, window systems, glazing, and envelope interface detailing. Final integration method, sizing, anchoring, flashing, and 
performance values are to be confirmed by project design and engineering. 

8. TECHNICAL DATA 

Performance & Specification Reference 

Performance & Specification 

PARAMETER VALUE NOTES / STATUS 

Thermal — Frame (Uf) 1.9 W/m²K Thermal insulation — frame 

Thermal — Whole Window (Uw) 0.96 W/m²K Ug 0.6 · warm edge · 36 mm glass 

Air / Water / Wind Class 4 · 9A · C4 600 / 600 / 1600 Pa 

Acoustic — Rw (C;Ctr) 45 (-1;-5) dB  

Opening & Closing Resistance Class 3  

Burglar Resistance RC2 · PAS 24  

Fire Resistance EI₁ 30 · EI₂ 30 · EW 30  

Profile Depths Frame 3 7/8" · Vent 3 3/8" Frame-vent 3 7/8" 

Sightlines (inward) Frame 1 5/16" · Vent 7/8" Frame-vent 2 5/8" 

Sightlines (outward) Frame 1 1/8" · Vent 2 3/8" Frame-vent 3 1/8" 

Max. Vent Size 48" × 96" 1200 × 2400 mm 

Max. Vent Weight 370 lbs 170 kg 

Rebate Height 9/16 in  

Glazing Method Dry · siliconized · internal bead  

Design Variants Classic · Cubic · Ferro  

Certifications Cradle to Cradle®  
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Specification Summary 

Frame Material Extruded aluminium — UV/corrosion resistant 

Finish Full RAL · dual-colour · anodised on request 

Design Variants Classic · Cubic · Ferro 

Glazing Dry · siliconized · internal · glazing bead 

Hardware Outward-opening crank-out · interior mosquito screen 

Certification Cradle to Cradle® · RC2 / PAS 24 · EI 30 

Performances and properties may differ depending on profile combinations selected. All values per applicable ASTM / AAMA / EN standards. Imperial conversions 
approximate. Confirm with current technical documentation prior to specification submission. 


